
        

 

 

 

 

 

 

 

 

Application & Compatibility    

 

 Ticketing system: turnstile often used with Bar code reader, counter, playground 

Consumption system:  

Turnstile used with Bar code reader, card collector, used for gyms, club 

Construction system: 

Turnstile is compatible with professional esd tester for factory Static test  

 



Speed Gate :  
Model: SMSGTA621  

 
 

 

Model: SMSGTH208 

 
 

 

 
 

Specification Features & Benefits

 

1.Size：1410x340x1005mm; 

2.Unlock time: 0.2s ;                            

3.Pass rate: 35 person/min;                                 

4.Pass width:≤550mm;                       

5.Input :  100V~240V;                  

6.Motor voltage: 24v;                       

7.Environment: -25~+70;                     

8.Power consumption:35w;  

9.Input: 12v dry contact;   

 

 

 

 

 

 

 

 

1. 304 stainless steel;                                    

2. Steel cut by laser;                                                        

3. The least weld

polished properly;                                                               

4. Original finish kept;                  

5. Infrared EKS protection;                     

6. Trespassing infrared 

alarm;                                 

 7. Revers

after reading card ;                             

8. Net weight:single:95kg ;                  

double:125kg;

 

 

 

Specification Features & Benefits

 

1.Size: 1400x280x980mm;               

2.Unlock time: 0.2s ;                                                                                                        

3.Pass rate: 35 person /min;                                     

4.Pass width:≤550mm;                                                                                                         

5.Input :100V~240V;                                                                                                          

6.Driving voltage: 24v;                                              

7.Environment: -25~+70;     

8.Power consumption:35w;                                                                                                  

9.Input: 12v dry contact;      

 

1. 304 stainless steel;                                    

2. Steel cut by laser;                                                        

3. The least welding portion 

polished proper

4. Original finish kept

5. Infrared EKS protection

6. Trespassing infrared 

alarm                                   7. 

Reverse retrograde alarm  

after reading card 

8. Net weight: single:95kg; 

double: 125kg  

  

 

 

 

 

 

 

 

Features & Benefits 

1. 304 stainless steel;                                    

2. Steel cut by laser;                                                        

3. The least welding portion 

polished properly;                                                               

4. Original finish kept;                  

5. Infrared EKS protection;                     

6. Trespassing infrared 

alarm;                                  

7. Reverse retrograde alarm  

after reading card ;                             

8. Net weight:single:95kg ;                  

double:125kg; 

Features & Benefits 

1. 304 stainless steel;                                    

2. Steel cut by laser;                                                        

3. The least welding portion 

polished properly;                                                               

4. Original finish kept；                  

5. Infrared EKS protection；                     

6. Trespassing infrared 

alarm                                   7. 

Reverse retrograde alarm  

after reading card ；                               

8. Net weight: single:95kg; 

double: 125kg   



Model: SMSGTH249 

 
 

 

Model: SMSGTH322 

 

 

 

Specification Features & Benefits

1.Size: 1400x280x980mm;               

2.Unlock time: 0.2s ;                                                                                                        

3.Pass rate: 35 person /min;             

4.Pass width:≤550mm;                                                                                                         

5.Input :100V~240V;                                                                                                          

6.Driving voltage: 24v;                      

7.Environment: -25~+70;     

8.Power consumption:35w;                                                                          

9.Input: 12v dry contact; 

1. 304 stainless steel;                                    

2. Steel cut by laser;                                                        

3. The least welding porti

polished properly;                                                               

4. Original finish kept

5. Infrared EKS protection

6. Trespassing infrared 

alarm                                   7. 

Reverse retrogr

after reading card 

8. Net weight: single:95kg; 

double: 125kg  

 

 

 

 

 

 

 

Specification Features & Benefits

 

 

1.Size: 1400x250x980mm;               

2.Unlock time: 0.2s ;                                                                                                        

3.Pass rate: 35 person /min;                                     

4.Pass width:≤900mm;                                                                                                         

5.Input :100V~240V;                                                                                                          

6.Driving voltage: 24v;                                              

7.Environment: -25~+70;     

8.Power consumption:35w;                                                                                                  

9.Input: 12v dry contact;  

   

 

 

 

 

 

 

 

 

 

 

 

1. 304 stainless steel;                                    

2. Steel cut by laser;                                                        

3. The least welding portion 

polished properly;                                                               

4. Original finish kept

5. Infrared EKS protection

6. Trespassing infrared 

alarm；
7. Reverse retrograde alarm  

after reading card 

8. Net weight: single:95kg; 

double: 125kg  

 

Features & Benefits 

1. 304 stainless steel;                                    

2. Steel cut by laser;                                                        

3. The least welding portion 

polished properly;                                                               

4. Original finish kept；                  

5. Infrared EKS protection；                     

6. Trespassing infrared 

alarm                                   7. 

Reverse retrograde alarm  

after reading card ；                               

8. Net weight: single:95kg; 

double: 125kg   

Features & Benefits 

1. 304 stainless steel;                                    

2. Steel cut by laser;                                                        

3. The least welding portion 

polished properly;                                                               

4. Original finish kept；                  

5. Infrared EKS protection；                     

6. Trespassing infrared 

；                                    

7. Reverse retrograde alarm  

after reading card ；                               

8. Net weight: single:95kg; 

double: 125kg   



Model: SMSGTH315 

 

 

 
Model: SMSGTH701 

 

 

 

 

 

Specification Features & Benefits

 

1.Size:￠141x1020mm;            

3.Pass rate: 35 person /min;              

4.Pass width:≤550mm;                                                                                                         

5.Input :100V~240V;                                                                                                          

6.Driving voltage: 24v;                       

7.Environment: -25~+70;     

8.Power consumption:35w;                                                                           

9.Input: 12v dry contact; 

 

 

1. 304 stainless steel;                                                                                                      

2. Steel cut by laser;                                                                                                           

3. The least welding portion 

polished properly;                                      

4. Original finish kept;                                                                                                     

5. Net weight: 65kg;    

  

 

 

1.Size: 1300x185x980mm;                                                 

2.Unlock time: 0.2s ;                            

3.Pass rate: 35 person /min;                                 

4.Pass width:≤960mm;                       

5.Input : 100V~240V;                  

6.Motor voltage: 24v;                       

7.Environment: -25~+70;                     

8.Power consumption:35w;  

9.Input: 12v dry contact ;   

 

 

1. 304 stainless steel;                                    

2. Steel cut by laser;                       

3. The least welding portion 

polished properly;                                                               

4. Original finish kept

5. Infrared EKS protection

6. Trespassing infrared

alarm；
7. Reverse retrograde alarm  

after reading card 

8. Net weight: single:65kg; 

double: 85kg  

 

 

Features & Benefits 

1. 304 stainless steel;                                                                                                      

teel cut by laser;                                                                                                           

3. The least welding portion 

polished properly;                                      

4. Original finish kept;                                                                                                     

5. Net weight: 65kg;     

1. 304 stainless steel;                                    

2. Steel cut by laser;                       

3. The least welding portion 

polished properly;                                                               

4. Original finish kept；                  

5. Infrared EKS protection；                     

6. Trespassing infrared 

；                       

7. Reverse retrograde alarm  

after reading card ；                                     

8. Net weight: single:65kg; 

double: 85kg   


